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Bassa tensione AC/DC 24V Low voltage AC/DC 24V
Caratteristiche: Features:

Il LED driver & inserito internamente alla testa LED driver is built in the lamp head
della lampada

= Per bassa tensione AC/DC 24\

= Low valtage power AC/DC 26V
» With 1.8 meters of cord without plug,

« Dotata di 1.8 metri di cavo senza connettore » Also Standard lighting angle is 60°

= Angolo di illuminazione = 60°
= Potenza del singalo LED = 2W x & unita

= Power of each LED bulb is 2W x Gpcs
» Reinforced lense for high crack-resistance

» Lenti rinforzate per un‘alta resistenza agli urti » Well prevention for explosion, dust, coolant and lubricant
» Protetto da polvere, refrigeranti e agli oli lubrificanti » Long service life up to 40,000 lighting hours

= Durata divita del LED superiore a 40.000 ore » Applicable for semiconductor manufacturing equipment
=« Temperatura di esercizio = - 30° -+ 50° C and clean room

» Non emette radiazioni da raggi infrarossi e ultravioletti = Suitable for ternperature range - 30° - + 50°

Power LED
2ZWx 6 60°

» Free of infrared ray and ultraviolet ray radiation

Diameter

2120cm

2135cm

©150cm

llluminance Light point distance

0.8M

1.0M

4 1.2M

1.8M

2.0M



LED WORK LIGHT IP65

DIMENSIONI / DIMENSIONS

Uinita: mim
Unit=mm

STl

PLS 05/ 5-24 PLS 05/ M-2& PLS OS5/ L-24
BRACCIO CORTO / SHORT ARM BRACCIO MEDIO / MEDIUM ARM BRACCIO LUNGO / LONG ARM



PLS 06 Patty

Per connessione alla tensione
di rete 100 ~ 240V AC

Caratteristiche:
Il LED driver & inserito nella base della lampada

=« Dotate di un LED driver per connessione diretta alla
rete AC 100V ~ 240V (50Hz/60Hz), 1.8 metri di cavo
con spina elettrica tipo UE

» Angolo di illuminazione = 60°

» Potenza del singolo LED = 2W x 6 unita

= Lenti rinforzate per un'alta resistenza agli urti

» Protetto da polvere, refrigeranti e oli lubrificanti

s Durata di vita del LED superiore a 40.000 ore

= Temperatura di esercizio = - 30 - + 50°C

= Non emette radiazioni da raggi infrarossi e ultravioletti

Power LED
2Wx 6 60°

To connect to voltage AC 100 ~ 240V

Features:
LED driver is built in the base

» Equipped with a LED driver for directly connecting
to voltage of AC power 100V ~ 250V (50Hz-60Hz)
with 1.8 meters of corg and UE plug. {For high voltage)

= Standard lighting angle is 60°

» Power of each LED bulb is 2W x 6pcs

= Reinforced lense for high crack-resistance

« Well prevention for explosion, dust, coolant and |ubricant

=« Long service life up to 40.000 lighting hours

= Applicable for semiconductor manufacturing equipment
and clean room

« Suitable for temperature range - 30° ~ + 50°

= Free of infrared ray and ultraviolet ray radiation

Diameter

llluminance

Light point distance

1.0M

1.2M

1.5M

1.8M

2.0M



LED WORK LIGHT IP65

DIMENSIONI / DIMENSIONS

Linita: mim
Unit mm

PLS 06 / 5-240 PLS 06 / M-240 PLS 06 / L-240
BRACCIO CORTO / SHORT ARM BRACCIO MEDIQ / MEDIUM ARM BRACCIO LUNGO / LONG ARM



PLS 07 Laure

Bassa tensione AC/DC 24V

Caratteristiche:

Il LED driver é inserito internamente alla testa
della lampada

» Per bassa tensione AC/DC 24

« Dotata di 1.3 metri di cavo senza connettore

» Potenza del LED = 5W

« Lenti rinforzate per un'alta resistenza agli urti

= Protetto da polvere, refrigeranti e agli oli lubrificanti
« Durata divita del LED superiore a 50.000 are

= Temperatura di esercizio = - 40° ~ 4+ 50° C

= Non emette radiazioni da raggi infrarossi e ultravioletti

Low voltage AC/DC 24V

Features:
LED driver is built in the lamp head

» Low voltage power AC/DC 24Y

= With 1.3 meters of cord without plug

» Power of LED = 5\

» Reinforced lense for high crack-resistance

= Well prevention for explosion, dust, coolant and lubricant

» Long service life up to 50,000 lighting hours

» Applicable for semiconductor manufacturing equipment
and clean room

» Suitable for temperature range - 40° - +50°

= Free of infrared ray and ultraviclet ray radiation

Power LED
S5W
Area unit: cm Nurninance unit: ix Light point distance
@10 oBM
@20 1.0M
@30 1.2M
@40 15M
@850 1.8M
fullu] 2Z0M




LED WORK LIGHT

IP65

PLS 07/M-24 PLS 07/5-24
LED LED
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PLS 08 Laure HYV:

Per connessione alla tensione
di rete AC 100 ~ 240V

Caratteristiche:

Il LED driver & inserito internamente alla testa
della lampada

« Connessione diretta alla rete AC 100 ~ 240V

= Dotata di 1.3 metri di cavo senza connettore

« Potenza del LED = 5W

» Lenti rinforzate per un‘alta resistenza agli urti

= Protetto da polvere, refrigeranti e agli oli lubrificanti

« Durata divita del LED superiore a 50.000 ore

» Temperatura di esercizio = - 40° ~ + 50" C

= Non emette radiazioni da raggi infrarassi e ultravioletti

To connect to voltage AC 100 ~ 240V

Features:
LED driver is built in the lamp head

« AC 100 ~ 250V

= With 1.3 meters of cord without plug

» Power of LED = 5W

« Reinforced lense for high crack-resistance

= Well prevention for explosion, dust, coolant and lubricant

» Long service life up to 50,000 lighting hours

» Applicable for semiconductor manufacturing equipment
and clean room

» Suitable for temperature range - 40° - + 50°

» Free of infrared ray and ultraviolet ray radiation

Power LED
S5W
Area unit: cm llluminance unit: kx Light point distance
pto 0gm
@20 10M
@30 1.2M
a0 15M
g0 1.8M
a0 20M

10



LED WORK LIGHT IP65

PLS 08/M-240 PLS 07/5-240
LED LED

L = 460

BRACCIO FLESSIBILE / FLEXIBLE ARM

62
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DIMENSIONI / DIMENSIONS Dimensions of Base Holes

Unité: mm
Unit: raem



Caratteristiche:

Il LED driver & inserito nella base della lampada

» Dotata di un LED driver per connessione diretta
alla rete AC 100V - 240V (50Hz/60Hz) con 1.8 metri
di cavo e spina elettrica tipo UE

= Disponibile anche a 24V AC/DC

» Dotata di 3 lampade a LED (2W)

= Resistente all'acqua, agli oli lubrificanti, polvere
e altri liquidi

» Angolo di illuminazione = 30°

Il design permette la dispersione veloce del calore

» Braccio flessibile

Power LED
2ZWx 3 30°

Diameter

20.7M

@0.8M -

12

Features:
LED driver is built in the base

» Suitable for power source AC 100V - 240V
with 1.8 meters of cord and EU plug

» Also available 24V AC/DC

» Consists of 3 LED bulbs {2\W)

» Well prevention for water, lubricants, coolants,
dust and other liquids

» Double shades design permits fast heat dissipation

» Lighting angle = 30°

» Flexible arm

ACCENSIONE
LIGHT SWITCH

llluminance Light point distance

= 0.8M

1.0M



LED WORK LIGHT

Il LED driver & inserito
nella base della lampada

LED driver is built in the base

DIMENSIONI / DIMENSIONS Unit: mm

Linit=mm

IP65

13



PLS 31 New Cl

Caratteristiche:

» Dotata di un LED driver per connessione diretta
alla rete AC 100V - 240V (50Hz/60Hz2) con 1.3 metri
di cavo senza spina elettrica

» Dotata di una lampada LED da 3W

Features:

» Consists of 1 LED bulb x 3W

= Protetto da polvere, refrigeranti e oli lubrificanti dusts and other liquids

» Braccio flessibile lunge 500 mm rivestito
» || LED driver & integrato nella base

= Driver is built in base

» Suitable for power source AC 100V - 240V
(50Hz/60Hz) with 1.8 meters of cord without plug.

» Well prevention for water, lubricants, coolants,

» Special design for fast heat dissipation
» Flexible goose neck arm covered with sleeve |. 500 mm

Power LED
3Wx 1 40°
Areaunitcm llurminance unit: Ix Light paint distance
210 o8M
220 1.0M
g30 1.2 M
P40 1.5 M
@50 1.8M
260 200
Le lampade della serie PLS 31 garantiscono un‘alta The PLS 31 LED Work Light is a higt efficiency lighting

efficienza d'illuminazione, alta intensita e basso
consuma energetico riducendo, allo stesso tempo,
I'affaticamento degli occhi al minimo.

14

until. It is well suited for today's lighting requirement
and provides exceptionally higt lighting efficiency, high
intensity and low energy consumption,

Another benefit is it will increase your working spirit
and extra long service life, while reduncing your

eye-strain to a minimum.



LED WORK LIGHT

DIMENSIONI / DIMENSIONS

Uniti: mm — |
Lnmik LLL}

|
|
]

B43

= 1o i P
= | 2
i
i =
=
on
. b2

IP65

13



Bassa tensione AC/DC 24V

Caratteristiche:

Il LED driver & inserito internamente alla testa
della lampada

= Per bassa tensione AC/DC 24\

= Dotata di 1.3 metri di cavo senza connettore

= Vetro ternperato ad alta resistenza

= Rivestimento in alluminio con box in metallo,
resistente alla corrosione

= Durata di vita del LED superiore a 50.000 are

= Temperatura di esercizio: - 40°/ + 50°C

s Certificato CE, FCC, UL, ROMS e IP

» Protezione: IP67

PL5 41/215
LED 5 Watt
Brna Lrit: Hiuminance unit: i Light poing
m distance
Wings Dam
Bk oM
Bluil 12M
100uB0 1.5M
1206100 BN 18M
140120 oM
PLS 41/305
LED 6 Watt
A uni; Myrrerarde unit o Leght point
m distance
50825 o&EmM
T045 10K
G050 1.2M
TimEn b 4 15M
130x100 1EM
150x120 20M

Low voltage AC/DC 24V

Features:
LED driver is built in the lamp head

= Low voltage AC/DC 24y

= With 1.3 meter of cord without plug

= tempered glass, high strength

=« Aviation aluminum with metal case, high
strength anti-corrosion

« Long service light up to 50.000 lighting hours

= Temperature range: - 40°/ + 50°C

» Certification CE, FCC, UL, ROMS and P included

« Protection Level; IP67

PLS 41/415
LED 12 Watt
e unit Iminance L x Light paint
cm distance
BldS anm
Blxag 120
100%60 LM
12080 ¢ 15M
Vel 100 .8M
160120 20
PLS 41/595
LED 18 Watt
Arpg ural; Mumanance unil: i Ligght gt
tm distance
9520 namM
V10wl oM
13060 12M
1S0ED { i5M
170100 1amM
1E06120 0m




LED WORK LIGHT IP67

DIMENSIONI / DIMENSIONS PLS41/215 L=215 PLS41/415 L=415
PLS41/305 =300 PLS41/595 =585

Unita: mm
Linit: mm

LT=L+16

17



Bassa tensione 24V DC

Caratteristiche:

» Per bassa tensione DC 24V

= Datata di 1.3 metri di cavo senza connettore

» \fetro temperato ad alta resistenza

» Rivestimento in alluminio con box in metallo,
resistente alla corrosione

» Durata di vita del LED superiore a 50,000 ore

» Temperatura di esercizio: - 40° / + 50° C

= Certificato CE, FCC, UL, ROMS e IP

= Protezione: IP&7

PLS 51/245
LED 8 Watt
firea it lluminarice wit: %

cm

B}

100uED

T20a100

VD1 20

18

Light point
distance

CEM

1.0M

1 1zm

= 15M

4 20M

24V DC low voltage

Features:

= Low voltage DC 24\

» With 1.3 m of cord without plug

» tempered glass, high strength

= Aviation aluminum with metal case, high

strength anti-corrosion

» Long service light up to 50.000 lighting hours
= Temperature range: - 40° / + 50° C
« Certification CE, FCC, UL, ROMS and IP included
= Protection level: IP67

PLS 51/315
LED 12 Watt
Area unit: llluminance unit: 12

1i0wEe |

30w TN

15013

Light poant.
dtanin

agm

12M

4 15M

1HM

I0M



LED LINE LIGHT
IP67

DIMENSIONI / DIMENSIONS PLS 51/245 =242
PLS 51/330 L=315
Linitd: mm
Lnit: mm
i | E— | Lf_l
3 L ‘ © @‘
| 9 w
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| — r ! .f =iy
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PLS 60 Jenr

Alta luminosita

Grande potenza

Bassa crescita termica
Angolazione di illuminazione 120°

Ultra light brightness
Great Watt

Low thermal growth
120° lighting angle

Caratteristiche:

« Dotate di un LED driver per connessione a bassa tensione
{26\ AC/DC)

= Lenti rinforzate per un'alta resistenza agli urti

« Protetto da polvere, refrigeranti ed oli lubrificanti

« Dotata di 1.8 metri di cavo senza connettore
{per bassa tensione)

= Durata di vita del LED superiore a 40.000 ore

» Temperatura di esercizio = - 30° ~ + 60°C

= Non emette radiazioni da raggi infrarossi e ultravioletti

BUILT-IN BALLAST SERIES

Features:

« Equipped with a LED driver for connection to low voltage
power (24V AC/DC)

= Reinforced lense for high crack-resistance

« Well prevention for explosion, dust, coolant and lubricants

» Eguipped with 1.8 meters of cord without plug
{for low voltage)

« Long service life up to 40,000 lighting hours

» Applicable for semiconductor manufacturing equipment
and clean room

» Suitable for temperature range - 30° - + 60°

» Free of infrared ray and ultraviolet ray radiation

= Anti-irritation lens grid is fitted as a standard accessory

« 40.000 lighting hours

MODEL WATT ILLUMINANCE | A c D
PLS 60/577-14x2 14W X 2 LOM/ 530 Iy 577 mim 593 m/m 611 mfm
PLS 60/658-14x2 14N X 2 1AMSE30 Iy 658 m/m 674 mfm 692 m/m
PLS 60/BT72-14x2 14W X 2 1.4 M/530 Ik 872 m/m AB8 mim 906 m/m
PLS 60/958-14x3 14W X 3 1AM/ 526 Iy 958 m/m 974 m/m 992 m/m
. . -
: ..I o :

20




— LEDLNELIGHT e

FISSAGGI (optional) / MOUNTING FIXTURE (option)

DISEGNO DI MONTAGGIO
MOUNTING DRAWING

PLS 60/ MS 100

Caratteristiche: Feature:

» Dotate di un LED driver per connessione diretta alla » Equipped with a LED driver for directly connecting
rete 100V ~ 240V AC (50/60 Hz) con 1.8 metri di cavo to voltage of AC power 100V ~ 250V {50/60 Hz).
e spina elettrica EU With 1.8 meters of cord and UE plug

 Le altre caratteristiche sono le stesse del mod. PLS 60 » Other ceatures are the same of PLS 60 model

PLS 61/380 - 14x 1 (100-240V) | 14Wx 1 1.0M/530 | 380 m/m 396 m/m 414 m/m
PLS 61/658 - 14 x 2 (100-240V) | 14Wx2 1AM/530 Ik 658 m/m 674 m/m 692 m/m

21



PLS 65 Kate

Alta luminosita
Grande potenza
Bassa dissipazione termica

Caratteristiche:

« Dotate di un LED driver per connessione a bassa tensione
{24V AC/DC)

= Lenti rinforzate per un'alta resistenza agli urti

« Protetto da polvere, refrigeranti ed oli lubrificanti

« Dotata di 1.2 metri di cavo senza connettore
{per bassa tensione)

« Durata di vita del LED superiore a 50.000 are

« Temperatura di esercizio = - 25° ~ + 55°C

= Non emette radiazioni da raggi infrarassi e ultravioletti

Ultra light brightness
Great Watt
Low thermal growth

Features:

« Equipped with a LED driver for connection to low voltage

power (24 AC/DC)
= Reinforced lense for high crack-resistance

= Well prevention for explosian, dust, coolant and lubricants
= With 1.2 meters of cord without plug (For low voltage)

= Long service life up to 50,000 lighting hours

= Applicable for semiconductor manufacturing equipment

and clean room
» Suitable for temperature range - 25% ~ + 55°
« Free of infrared ray and ultraviolet ray radiation

» Anti-irritation lens grid is fitted as a standard accessory

= 40.000 lighting hours

PLS 65/360 PLS 65/510
LED 9 Watt LED 13 Watt
Area unit lllsmenance unit; [x Leght point Area unit: Huminance unit:
om distance cm
50425 oBM BOnZ5
TOx45 10M BOwAE
D0x60 12M 10CED
11080 F L 15M 120680 &
130x 100 1.BM 140x700
150x120 20mM 160120 E
PLS 65/810 Arira unit; Murninance unit: i Light paint
LED 24 Watt m distance
10025 e M
12045 {1.0mM
Tane&l) 1M
160eB0 | = 15M
180x100 18M
120 * 10M

22

Light paint

distance

0EM

1.0M

1M

1.5 M

18M



LED LINE LIGHT IP67

DIMENSIONI / DIMENSIONS PLS 65/360 L=315

PLS 65/510 L=473

o PLS 65/810 L=765
e

o L MAX = L-33, adjustable

23



L'angolazione standard é di 80° Standard lighting angle is 80°

Caratteristiche: Features:

= Dotata di un LED driver per connessione a bassa » Equipped with a LED driver for connection to low
tensione di 244 AC/DC voltage power {244 AC/DC)

» Potenza del singolo LED = 2W » Power of each LED bulb is 2W/

= Durata di vita del LED superiore a 40.000 ore » Long service life up is 40.000 lighting hours

24



LED MACHINE STRIP LIGHT IP67

DIMENSIONI / DIMENSIONS

PLS 70/340 - 2x08 = PLS 70/522 - 2x12 = PLS 70/877 - 2x20 Hﬁ?ﬂ:‘lﬂm
t :
c 120°
: 7 _’?_ :r-.-'.'._r v = '! 8 ;
Tiloee00 E00ED L
z A 5 z z i
A .
| B J
ANGOLO 80° / LIGHTING ANGLE 80° it 10
MODEL A B H LED 0'ty ILLUMINANCE
PLS 70/340 - 2x06 293 340 334 6 520 Im (0.8 M)
PLS 70/522 - 2x12 480 50 516 12 540 Im (1.3 M)
PLS 70/877 - 2x20 835 877 871 20 540 Im (1.7 M)

25



PLS 80 Ar

Angolo di illuminazione 120°
Alimentazione = 24V DC

Grande angolo di illuminazione in alternativa

alle lampade fluorescenti

Serie PLS 80

s Dotate di un LED driver per connessione a bassa

tensione (24Y / DC)

» Equipaggiato con cavi di alimentazione protetti
da pressacavo

» Basso consumo, potenza richiesta: 14 Watt

« Temperatura di colore: 5600K - 6000K

Altre caratteristiche della Serie PLS 80:

= Lenti rinforzate per un‘alta resistenza agli urti

« Protetto da polvere, refrigeranti e oli lubrificant

= Dotata da 1.8 metri di cavo senza spina
» Durata di vita del LED superiore a 40.000 ore
» Struttura in alluminio
= Temperatura di esercizio=- 30" ~+50° C
= Non emette radiazioni da raggi infrarossi
e ultravioletti

PLS 80/350
LED 28 Watt 120°

llluminance Light point
distance

0.6M

0.am

1.0M

26

120° lighting angle
24V DC low voltage power
Great lighting angle for replacing fluorescent light

PLS B0 Series

» Equipped with a LED driver for connecting to low voltage
power (24\ / DC)

» Equipped with power wires protection tube connector

« Modern structure, Low power consumption only
requires 14 watt

« Color temperature S600K ~ 6000K

Another features of PLS 80 Series:

= Reinforced lens far high crack-resistance

« Well prevention far explosion, duts, coolant
and lubricants

« Furnished with 1.8 meters of cord without plug

» Long service life up to 40.000 lighting hours

= Aluminum body

= Applicable for semiconductor manufacturing
eqguipment and clean room

= Suitable for temperature range - 30" ~ +50° C

= Free of infrared ray and ultraviolet ray radiation

PLS 80/640
LED 56 Watt 120°
lluminance Light point
distance
0.6M
1.0M
1.2M
ST R R
e wowmedaam




LED MACHINE STRIP LIGHT IP69K

Linita: mm
Unit; mm
DIMENSIONI
DIMENSIONS
| 3= | PLS 80/350 - 14x2
R
T [ —
==
| - . PLS BO/640 - 14x4

‘jﬂ@i
=

&2

PLS 80/930 - 14x6

(i

PLS 80/930
LED 84 Watt 120°

Muminance Light point
distance

1.0M

 1.5M

| 2.0mM

| 2.5M

27



PLS 81 Ai

Angolo di illuminazione 120°
Alimentazione = 24V AC/DC

Grande angolo di illuminazione in alternativa

alle lampade fluorescenti

Serie PLS 81

» Dotate diun LED driver per connessione a bassa
tensione 24V AC/DC)

= Equipaggiato con cavi di alimentazione protetti
da pressacavo

« Basso consumo, potenza richiesta: 14 Watt

» Temperatura di colore; 5600K ~ 6000K

Altre caratteristiche della Serie PLS 81:

» Lenti rinforzate per un‘alta resistenza agli urti
» Protetto da polvere, refrigeranti e oli lubrificanti
» Dotata da 1.8 metri di cavo senza spina
= Durata di vita del LED superiore a 40,000 ore
= Struttura in alluminio
» Temperatura diesercizio=-30° ~ +50° C
= Nan emette radiazioni da raggi infrarossi
e ultravioletti
= Wetra rinforzato sp. 5 mm

PLS 81/335
I__ED 28 Watt 120°

lHluminance Light point
| distance

28

120° lighting angle
AC/DC low voltage power

Great lighting angle for replacing fluorescent light

PLS 81 Series

» Equipped with a LED driver for connecting to low voltage

power (264 AC/DC)

» Equipped with power wires protection tube connector

« Modern structure. Low power consumption only
requires 14 watt
= Color terperature S600K ~ 6DO0OK

Another features of PLS 81 Series:

« Reinforced lens for high crack-resistance

» Well prevention for explosion, duts, coolant
and lubricants

= Furnished with 1.8 meters of cord without plug

» Long service life up to 40.000 lighting hours

= Aluminum body

» Applicable for semiconductor manufacturing
eguipment and clean room

= Suitable for temperature range - 30° ~+50° C

« Free of infrared ray and ultraviolet ray radiation

» 5 mm reinforced glass

PLS B1/645
.LED 56 Watt 120°
lluminance Light point

distance
0,80
1.0M
1.2M

——— sowx o 15M

S T ool g em




LED MACHINE STRIP LIGHT IP69K

Unita: mm
Unit: mm

DIMENSIONI
DIMENSIONS

PLS 81/335 - 14x2

PLS B1/645 - 14x&

29



PLS 85 Sopl

e

L -
————————

Alimentazione = 24Y DC

Grande angolo di illuminazione in alternativa
alle lampade fluorescenti

Serie PLS 85

= Dotate di un LED driver per connessione a bassa
tensione (24V / DC)

» Equipaggiato con cavi di alimentazione protetti
da pressacavo - lunghezza cavo 1.4 metri

« Basso consumo

» Temperatura di colore: 6000K - 6500K

Altre caratteristiche della Serie PLS 85:

» Lenti rinforzate per un‘alta resistenza agli urti
» Protetto da polvere, refrigeranti e ali lubrificanti
= Durata di vita del LED superiore a 50,000 are
¢ Struttura in alluminio
= Temperatura di esercizio = - 40° ~ + 50° C
= Non emette radiazioni da raggi infrarossi
e ultraviolett

24\ DC low voltage power

Great lighting angle for replacing
fluorescent light

PLS 85 Series

» Equipped with a LED driver for connecting to low voltage
power (24 f OC)

» Equipped with power wires protection tube connector
- with 1.4 meters of cord

« Madern structure — low power consumption

» Color temperature 6000K - B500K

Another features of PLS 85 Series:

» Reinforced lens for high crack-resistance

= Well prevention for explosion, duts, coolant
and lubricants

* Long service life up to 50.000 lighting hours

» Aluminum body

» Applicable for semiconductor manufacturing
equipment and clean room

= Suitable for temperature range - 40° ~ + 50° C

= Free of infrared ray and ultraviolet ray radiation

PLS 85/290 PLS B5/410 PLS 85/590
LED 6 Watt LED 12 Watt LEC 18 Watt
firaa unit MEminance unit: h Light paint firea umit: Miurranance unit: b Light paint fraa urst: lurrinance unit: Light paint
£ distanee Em 7 l distasice cm distance
3025 asm s | A | 08 M s aEm
GORLS 1.0M BRLE 510 1.0M LS TOM
TORED 120 100050 | b 350 4 { 12M 110860 120
BOkE0 | 5 M 12om0 B a3 Tl oM 13080 S5 M
100 18M e 100 165 18mM 150x100 18M
1amize k 200 B0 T 1303 aom 1704120 20M




LED MACHINE STRIP LIGHT IP67

DIMENSIONI / DIMENSIONS PLS 85/290 L=314
ki PLS 85/410 =434
Uinit: mim PLS 85/590 L=611
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Bassa tensione DC 24V

Caratteristiche:

= Per bassa tensione DC 24Y

= Angolo diilluminazione = 360°

» Durata di vita del LED superiore a 50.000 ore
= Temperatura di esercizio: - 40° / + 507 C

= Livello di protezione: IP20

Low voltage DC 24V

Features:

= Low voltage DC 26V
» Lighting angle = 360°

» Long service light up to 50.000 lighting hours

« Temperature range: - 40° [+ 50° C

« Protection level: IP20

N.B. Le lampade proposte sarannoa 2 = 3 = 4 = 5 |uci, e i codici saranno rispettivamente:

PLS90/2 - PLS590/3 - PLS 90/4 — PLS 90/5 (vedi immagine}

PL590/5 PL5 90/4
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INDICATING LAMP

DIMENSIONI / DIMENSIONS
PLS 50/5

Unita: mm
Linit: mm

B4

441

SCHEMA ELETTRICO / WIRING DIAGRAM

Red LED (red line)

Green LED (green line)

Yellow LED (yellow ling)

Blue LED (blue line)

- White LED [white line)

(Black line)

IP20

ajod aanisod A %2 10

POWER

Megative pole
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PLS 91 St¢

Bassa tensione DC 24V Low voltage DC 24V

Caratteristiche: Features:

= Per bassa tensione DC 24V v Low voltage DC 24Y

» Compreso di buzzer mobile » Mobile buzzer included o

» Rivestimento in alluminio resistente al calore e agli urti » Lamp body made of aluminium, heat-resisting
= Corpo della lampada in PMMA and impact resistant

» Colore LED: rossa, giallo, verde, blu e bianco » Lampshade made of transparent PMMA

= LED color: red, yellow, green, blue and white
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= -

S =& &8 =8
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PL591/5 PLS91/4 PL591/3
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INDICATING LAMP

DIMENSIONI / DIMENSIONS
PLS91/4

Unita: mm
Unit: mm

850

162

348

77

SCHEMA ELETTRICO / WIRING DIAGRAM

PNP

Red LED (red ling)

P20

Green LED (green line)

Yellow LED (yellow line) g
B

Blue LED (blue line) - i-“:
=
@
=
&
=
=R
o

(Black line) POWER
hegative pole
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Lampada segnalazione

Caratteristiche:

= Dotata di LED driver per connessione
a bassa tensione 244 DC

= Corpoin alluminio con diffusore in policarbonato

= Durata del LED superiore a 50.000 ore

» Temperatura di esercizio: - 40° / +50° C

= Dotata di un metro di cavo con connettore
quattro poli completo di staffa di fissaggio

» Colore LED: rosso, giallo e verde

Signal lamp

Features:

« Low voltage 24\ DC
» Lamp body made of aluminium
and polycarbonate plastic
» Long service light up to 50.000 lighting hours
» Temperature range: - 40° f + 50° C
« With 1 meter of cord and plug
« LED color: red, yellow and green

36



SIGNAL LAMP

DIMENSION! / DIMENSIONS - 30 -
Lnitd: mm 15
Linit: mimn b —
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SCHEMA ELETTRICO / WIRING DIAGRAM
Waterproof Connector RED LED (Red Line)
YELLOW LED (Yellow Line)
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+/- Common Line (Black Line)

IP67
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PLS 100 Shanne

Tensione 220 - 240V AC To connect to voltage 220 - 240V AC
Caratteristiche: Features:
» Dotate di un LED driver per connessione diretta alla » Equipped with a LED driver for directly connecting
rete AC 220 - 240V 50Hz/60Hz, potenza 10W, to voltage of AC power 220 ~ 240V 50Hz-60Hz,
1 metro di cavo con spina elettrica power 10W, with 1 meter of corg and plug
= Cassain alluminio e copertura in policarbonato opaco « Lamp bady made of aluminium
» Protetto da polvere = Well prevention for dust
» Durata del LED superiore a 50.000 ore = Long service light up to 50.000 lighting hours
= Temperatura di esercizio: - 25° / + 55°C » Temperature range: - 25°/ +55°C -
= Mon emette radiazioni da raggi infrarossi e ultravioletti » Free of infrared ray and ultraviolet ray radiation
Area unit; cm Numinance unit: Ix Light point distance
40x25 0.8 M
E0x45 1.0M
80x60 T.2M
100x80 15M
120x100 1.8M
140x120 20M
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LED STRIP LIGHT IP20

DIMENSIONI / DIMENSIONS

Linita: mm

Linit: mm
L=360
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